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Illuminating technology.™ 

The Maxibar X lightbar, as used by Lamborghini Motor Cars. 

Established in 2005, Onus has become an award-winning player in the 
production and distribution of LED, xenon and halogen rotator, lightbars, beacons 
and directional warning equipment for the emergency and ancillary services. 

 
Our entire range of products is sourced and distributed from our offices in 

Sandhurst, Berkshire and the Royal Manor of Portland, Dorset. 

For more information or to place an order, 
call  08712 002 198 



ENDURANCE™  BEACONS 
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  Endurance™Single Bolt 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV  BE.EXSA.DV  

12V BE.ERSA.12V  BE.ESSA.12V 

24V BE.ERSA.24V  BE.ESSA.24V 

  Endurance™Magnetic (70mph) 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV  BE.EXMA.DV  

12V BE.ERMA.12V  BE.ESMA.12V 

24V BE.ERMA.24V  BE.ESMA.24V 

  Endurance™Three Bolt 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV  BE.EXTA.DV  

12V BE.ERTA.12V  BE.ESTA.12V 

24V BE.ERTA.24V  BE.ESTA.24V 

  Endurance™DIN Mount 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV  BE.EXDA.DV  

12V BE.ERDA.12V   

24V BE.ERDA.24V   

  Endurance™Flexible DIN Mount 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV  BE.EXFA.DV  

12V BE.ERFA.12V   

24V BE.ERFA.24V   

Beacons 
Stylish, robust and reliable - the beacon range 
from Onus gives you effective warning power and 
with the magnetic options, you get it instantly. 
 
Available in an array of base types and options.  Blue, red 
and green beacons available on request. 

e11 
 

 
ECE 

R65 
CAA 

CAP 168 

Chapter 
8 

  08712 002 198 



ENDURANCE™  BEACONS 
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  Giant Three Bolt 

 Rotator 
ECE R65 

Xenon Static Flash 
CAP 168 

Amber  

DV    

12V BE.EGRA.12V BE.EGXA.12V  

24V BE.EGRA.24V BE.EGXA.24V  

ONUS 

 Endurance™Giant beacons 
  For larger warning applications 

 Endurance™Industrial beacons 
  Excellent value and designed for arduous use 

  Magnetic (70mph) 

 2W Xenon 6W Xenon 

Amber  DV BE.EIMA.DV BE.EIMAH.DV 

  Single Bolt 

 2W Xenon 6W Xenon 

Amber  DV BE.EISA.DV BE.EISAH.DV 

  Three Bolt 

 2W Xenon 6W Xenon 

Amber  DV BE.EITA.DV BE.EITAH.DV 

  DIN Mount 

 2W Xenon 6W Xenon 

Amber  DV BE.EIDA.DV BE.EIDAH.DV 

  Flexible DIN Mount 

 2W Xenon 6W Xenon 

Amber  DV BE.EIFA.DV BE.EIFAH.DV 

 Endurance™Low profile beacons 
  Temporary use with incredible output 

  Magnetic (70mph) 

 Xenon LED 

Amber  

DV   

12V BE.ELPXA.12V BE.ELPLA.12V 

24V BE.ELPXA.24V BE.ELPLA.24V 

  www.onustechnologies.co.u k    08712 002 198 



ENDURANCE™  BEACONS 
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 Endurance™Heavy duty beacons 
  For vehicles, fork-lifts and material handling 

  Three Bolt Low Profile 

 Xenon LED 

Amber  

DV BE.HDLTXA.DV  

12V  BE.HDLTLA.12V 

24V  BE.HDLTLA.24V 

  Two Bolt High Profile 

 Xenon LED 

Amber  

DV BE.HDHTXA.DV  

12V  BE.HDHTLA.12V 

24V  BE.HDHTLA.24V 

  Three Bolt 

 Xenon LED 

Amber  

DV BE.HDTXA.DV  

12V  BE.HDTXA.12V 

24V  BE.HDTXA.24V 

  Three Bolt 

 Xenon LED 

Amber  

DV BE.HDXA.DV  

12V  BE.HDLA.12V 

24V  BE.HDLA.24V 

 Endurance™Epoxy filled beacons 
  Built to last, epoxy resin filled long-life beacons 

  Two Bolt 

 Xenon LED 

Amber  

DV BE.DLXA.DV  

12V   

24V   

 Endurance™Directional beacon 
  Compact and directional for on or off-road use 

 For help choosing your beacon or for different colours, call 
us on 

  08712 002 198 



SPARE PARTS 
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  Endurance™Rotator* 

Amber BE.RLA 

BE.RLR Red 

Blue BE.RLB 

Green BE.RLG 

  Endurance™Xenon 

Amber BE.XLA 

BE.XLR Red 

Blue BE.XLB 

Green BE.XLG *Also fits Static Flash beacons 

  Endurance™Industrial 

Amber BE.ILA 

BE.ILR Red 

Blue BE.ILB 

Green BE.ILG 

  Endurance™Giant 

Amber BE.GLA 

Red BE.GLR 

Blue BE.GLB 

  

 Lenses 

 Bulbs & tubes 

Heavy Duty Xenon Tube 

BE.HDT 

Halogen Rotator Bulb (H1) 

BE.BH1 

Halogen Worklamp Bulb (H3) 

BE.BH3 

 Accessories 

Low Profile Heavy Duty Beacon Cage 

BE.CLP 

High Profile Heavy Duty Beacon Cage 

BE.CHP 

Flexi Cable & DIN Plug 

BE.DIN.FL 

6-way Switching Unit 

PC.R6.12V 

2-way Soft Touch Switch Unit 

PC.S2.12V 

6-way Soft Touch Switch Unit 

PC.S6.12V 

DIN Power Plug  

AC.P2S.12V 

Alternating Flasher Unit 

PC.HF12V 

Straight DIN Stem 

BE.DIN.B 
Suitable for headlights and other lights 

  www.onustechnologies.co.u k    08712 002 198 



MINI LIGHTBARS 
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Mini lightbars 
Flexible and cost-effective, our range of mini 
lightbars give you intense warning power either 
on a temporary or permanent basis. 
 
Available in magnetic or bolt-on options.  Blue, red, 
green and mixed colour lightbars available on request. 

e 
 

 
ECE 

R65 

 Standard mini lightbars 
 Incredible value coupled with performance 

  Rotator (Single Bolt) 

 12v 55w 
ECE R65 

24v 70w 
ECE R65 

LB.SRA.12V LB.SRA.24V Amber 

Chapter 
8 

  Quad Flash Xenon 

 Bolt-on Magnetic (70mph) 

Amber  

DV   

12V LB.SXA.12V  LB.SXAM.12V  

24V LB.SXA.24V  LB.SXAM.24V  

  08712 002 198 

  20 LED 

 Bolt-on Magnetic (70mph) 

Amber  

DV   

12V LB.SLA.12V  LB.SLAM.12V  

24V LB.SLA.24V  LB.SLAM.24V  

16” / 0.4m 

16” / 0.4m 

16” / 0.4m 



MINI LIGHTBARS 
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 Maxibar MXB low-profile LED lightbars 
 Our brightest, toughest mini lightbar ever, still less than 2” tall  

  Bolt-on 

 76 LED 

Amber  
12V MB.3001A.12V 

24V MB.3001A.24V 

  Magnetic (70mph) 

 76 LED 

Amber  
12V MB.3001AM.12V 

24V MB.3001AM.24V 

 Maxibar MX low-profile LED lightbars 
 Outstanding warning power at just 2” tall 

  Bolt-on 

 56 LED 

Amber  
12V MX.2314A.12V 

24V MX.2314A.24V 

  Magnetic (70mph) 

 56 LED 

Amber  
12V MX.2314AM.12V 

24V MX.2314AM.24V 

 For custom lightbar configurations, call us on 08712 002 198 

  www.onustechnologies.co.u k    08712 002 198 

30” / 0.7m 

30” / 0.7m 

23.5” / 0.6m 

23.5” / 0.6m 



MAXIBAR X™  LIGHTBARS 
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Maxibar X™lightbars 
From 2ft to 6ft, the Maxibar X provides an 
incredible range of options and is completely 
customisable to give you outstanding warning 
power at an outstanding price. 
 
Blue, red, green and mixed colour lightbars available. 

e13 
 

 
ECE 

R65 

 35” / 0.9m lightbars 
 Cost-effective power designed for use on smaller vans and cars 

  72 LED 

 12v LED 24v LED 

MX.3518A.12V MX.3518A.24V Amber 

  88 LED 

 12v LED 24v LED 

MX.4722A.12V MX.4722A.24V Amber 

 47” / 1.15m lightbars 
 Designed for use on vans, cars and larger commercial vehicles 

  80 LED / Alley Lights 

 12v LED 24v LED 

MX.4720A.12V.A MX.4720A.24V.A Amber 

  64 LED / Alley Lights / Work Lights 

 12v LED 24v LED 

MX.4716A.12V.AW MX.4716A.24V.AW Amber 

  56 LED / Alley Lights / Work Lights / Traffic Director 

 12v LED 24v LED 

MX.4714A.12V.AWT MX.4714A.24V.AWT Amber 

Single Lamp 

TRAFFIC 
DIRECTOR FITTED 

  08712 002 198 

Traffic Director LED 



MAXIBAR XB™  LIGHTBARS 
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Maxibar XB™lightbars 
Onus’ brightest lightbar is now available for 
the amber sector combining unbeatable 
linear LED technology with impressive value. 
 
Highly configurable product - custom configurations 
as well as blue, red, green and mixed colour 
lightbars available. 

e4 
 

 
ECE 

R65 

SAE 
J595 
J596 

  108 LED 

 12v LED 24v LED 

MB.47108A.12V MB.47108A.24V Amber 

 47” / 1.15m lightbars 
 Designed for use on vans, cars and larger commercial vehicles 

  108 LED / Alley Lights 

 12v LED 24v LED 

MB.47108A.12V.A MB.47108A.24V.A Amber 

  108 LED / Alley Lights / Spot Lights 

 12v LED 24v LED 

MB.47108A.12V.AW MB.47108A.24V.AW Amber 

  150 LED 

 12v LED 24v LED 

MB.47150A.12V MB.47150A.24V Amber 

SAE 

J2498 

CCR 

Title 13 

  150 LED / Alley Lights / Spot Lights / Traffic Director 

 12v LED 24v LED 

MB.47150A.12V.AWT MB.47150A.24V.AWT Amber 

Single Lamp 

 For custom lightbar configurations, call us on 08712 002 198 

  www.onustechnologies.co.u k    08712 002 198 

Traffic Director LED 

TRAFFIC 
DIRECTOR FITTED 



LED LIGHTING 
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LED lighting 
Offering maximum output with the minimal 
space requirements, our outstanding range of 
LEDs are available in all of the safety colours. 
 
Split colour 4, 6 and 8 LEDs as well as dash and deck 
lights are available on request. 

e13 
 

 
ECE 

R65 
CAA 

CAP 168 

Chapter 
8 

  Conqueror™3 LED 

Amber 
12V CL.03A.12V 

24V CL.03A.24V 

Red 
12V CL.03R.12V 

24V CL.03R.24V 

  Conqueror™4 LED 

Amber 
12V CL.04A.12V 

24V CL.04A.24V 

Red 
12V CL.04R.12V 

24V CL.04R.24V 

  Conqueror™6 LED 

Amber 
12V CL.06A.12V 

24V CL.06A.24V 

Red 
12V CL.06R.12V 

24V CL.06R.24V 

  Conqueror™8 LED 

Amber 
12V CL.08A.12V 

24V CL.08A.24V 

Red 
12V CL.08R.12V 

24V CL.08R.24V 

  Conqueror™3 Compact 

Amber 
12V CL.C3A.12V 

24V CL.C3A.24V 

Red 
12V CL.C3R.12V 

24V CL.C3R.24V 

  Conqueror™L6 LED 

Amber 
12V CL.L6A.12V 

24V CL.L6A.24V 

Red 
12V CL.L6R.12V 

24V CL.L6R.24V 

  Conqueror™4 Dash 

Amber 
12V CD.04A.12V 

24V CD.04A.24V 

White 
12V CD.04R.12V 

24V CD.04R.24V 

  Conqueror™4 Dual Dash 

Amber 
12V CD.24A.12V 

24V CD.24A.24V 

White 
12V CD.24R.12V 

24V CD.24R.24V 

  Protector™Dash 

Amber 
12V PL.01A.12V 

24V PL.01A.24V 

White 
12V PL.01W.12V 

24V PL.01W.24V 

  Defender™Window/Visor 

Amber 
12V DD.01A.12V 

24V DD.01A.24V 

White 
12V DD.01W.12V 

24V DD.01W.24V 

  08712 002 198 

99 x 41 x 35mm (LWH) 

99 x 72 x 30mm (LWH) 

122 x 41 x 35mm (LWH) 

122 x 72 x 30mm (LWH) 

150 x 35 x 30mm (LWH) 75 x 27 x 25mm (LWH) 

152 x 113 x 39mm (LWH) (excludes bracket) 

400 x 35 x 40mm (LWH) 

240 x 177 x 39mm (LWH) (excludes bracket) 

150 x 115 x 50mm (LWH) (excludes bracket) 



 

LED LIGHTING 
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  Defender™4 LED 

Amber 
12V DL.04A.12V 

24V DL.04A.24V 

Red 
12V DL.04R.12V 

24V DL.04R.24V 

  Defender™4 with Mounting Bracket 

Amber 
12V DL.04A.12V.M 

24V DL.04A.24V.M 

Red 
12V DL.04R.12V.M 

24V DL.04R.24V.M 

  Defender™6 LED 

Amber 
12V DL.06A.12V 

24V DL.06A.24V 

Red 
12V DL.06R.12V 

24V DL.06R.24V 

  Defender™9 LED 

Amber 
12V DL.09A.12V 

24V DL.09A.24V 

Red 
12V DL.09R.12V 

24V DL.09R.24V 

 For mixed colour LED configurations, call us on 08712 002 198 

Part No. Type Notes 

AC.L3 
AC.L4 

 3 LED Version 
4 LED Version 

AC.L23V 
AC.L24V 

 6 LED Version 
8 LED Version 

AC.L23H 
AC.L24H 

 
3 LED Version 
4 LED Version 

 Mounting brackets 
 Makes the installation of your LEDs quick and easy 

  www.onustechnologies.co.u k    08712 002 198 

148 x 55 x 30mm (LWH) 

148 x 55 x 30mm (LWH) 148 x 55 x 30mm (LWH) 

Part No. Type Notes 

AC.L43 
AC.L44 

 
6 LED Version 
8 LED Version 

AC.L3S 
AC.L4S 

 3 LED Version 
4 LED Version 

 LED work lighting 
 Super bright, super efficient work lighting 

Rectangular 6 LED Worklamp 

WL.LED6.DV 

Round 9 LED Worklamp 

WL.LED8.DV 

Square 9 LED Worklamp 

WL.LED9.DV 

148 x 55 x 30mm (LWH) (excludes bracket) 



LIVERY & MARKINGS 
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Vehicle livery 
Made from Nikkalite Crystal grade material, it is supplied as 
an easy-to-fit kit with fitting guide and free door reflectors.   
 

Other makes and models available on request. 

e 
Chapter 

8 
Reg. 
48 

Ford Focus Estate (2008-) 

VLFOFO-RE08 

Ford Mondeo Estate (2007-) 

VLFOMO-RE09 

Ford Transit Half Kit (2000-) 

VLFOTL-RV07 

Ford Transit Connect Half Kit (2002-) 

VLFOTC-RV08 

Ford Transit Standard Roof (2005-) 

VLFOTS-RV09 

Ford Transit Connect Standard Roof (2002-) 

VLFOTC-RV07 

Ford Transit Medium Roof (2005-) 

VLFOTM-RV09 

Ford Transit High Roof (2005-) 

VLFOTH-RV09 

Vau
xh

all 

Chry
sle

r 

Volv
o 

Pe
ug

eo
t 

Volks
wage

n 

Mitsu
bis

hi 

Merc
ed

es 

Fo
rd 

La
nd

 Rov
er 

Ren
au

lt 

Citro
en

 

LD
V 

  08712 002 198 



LIVERY & MARKINGS 
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Mercedes-Benz Sprinter Half Kit (2007-) 

VLMESL-RV08 

Mercedes-Benz Sprinter High Roof (2007-) 

VLMESG-RV09 

Peugeot Partner Half Kit (2003-10) 

VLPEPA-RV03C 

Peugeot Partner Full Kit (2003-10) 

VLPEPA-RV03 

LDV Maxus Half Kit (2005-2009) 

VLLDMX-RV08 

LDV Maxus Full Kit High Roof (2005-2009) 

VLLDMX-RV05 

Iveco Daily Half Kit (2006-) 

VLIVDM-KV04 

Iveco Daily Full Kit High Roof (2006-) 

VLIV35-RV05 

Ford Transit Connect High Roof (2002-) 

VLFOCL-RV09 

Vauxhall Astra Estate / Van (2005-) 

VLVAAH-RV07 

  www.onustechnologies.co.u k    08712 002 198 



LIVERY & MARKINGS  
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Highway Maintenance Chevron Board 

Stocked Items 

2100 x 350 x 1.5mm 2100 x 500 x 1.5mm 

HY3 HY2 

 ECE104 Marking Tape 

Amber Rigid Grade 

50mm x 50m 50mm x 12.5m 

CTEC104A50 CTEC104A 

Red Rigid Grade 

50mm x 50m 50mm x 12.5m 

CTEC104R50 CTEC104R 

White Rigid Grade 

50mm x 50m 50mm x 12.5m 

CTEC104W50 CTEC104W 

Amber Rigid Grade 

55mm x 50m 

3M-DR123043009 

Red Rigid Grade 

55mm x 50m 

3M-DR123040708 

White Rigid Grade 

55mm x 50m 

3M-DR123040047 

Curtain Grade 

White 
50mm x 50m 

Amber 
50mm x 50m 

CTCGEC104W50 CTCGEC104A50 

Curtain Grade 

White 
51mm x 50m 

Amber 
51mm x 50m 

3MDR123041003 3MDR123047117 

  08712 002 198 

æ Aluminium backed 
æ Other sizes available on request 



LIVERY & MARKINGS 
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ECE 104 Regulations 

When using ECE 104 conspicuity tape, the following contour marking requirements should be observed for 
trucks exceeding 7.5 tons (N2 and N3) and trailers exceeding 3.5 tons (O3 and O4).  

Rear 
Full contour marking required.  Only red or amber can be used. Conspicuity marking must be as 
close as possible to the edge of the vehicle.  The cumulative length should also equate to 80% of the 
overall width of the vehicle, including marker boards. 
 

Side 
Full or partial contour marking required.  Conspicuity marking must be as close as possible to the 
edge of the vehicle and reach within 600mm of the ends.  The cumulative length should also equate 
to 80% of the overall length of the vehicle, excluding the length of the cab for motor vehicles and 
drawbar for trailers. 
 

Lower elements 
As low as possible, but within a range of not less than 250mm above ground and not more than 
1500mm high. 
 

Upper elements 
As high as possible, but within 400mm of the upper extremity of the vehicle.  For partial contour 
markings, each upper corner shall be described by two lines at 90 degrees of each other and at least 
250mm in length. 
 

Line marking 
Permitted where the shape, structure, design or operation requirements make it impossible to 
comply with the mandatory guides. 

A brief guide to the ECE 104 regulations for your commercial vehicles 
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Halogen Rotator 
A 
Found in beacons and lightbars, each module consists of a free-form plastic 
mirror which rotates around a quartz halogen bulb. 

Voltage 24v 12v 

Wattage 70w 55w 

Xenon Strobe 
A 
Longer lasting than halogen bulbs as used in rotators, xenon strobes can be 
found in a variety of our warning devices. Our strobe beacons and lightbars 
feature a Fresnel lens which amplifies the light enabling greater warning power 
from the same sized module.  When used in a linear strobe application they have 
reduced sun ‘washout’ keeping them effective during daytime use. 

Static Flash 
A 
Designed for airside applications, the static flash module is a tungsten bulb, 
usually 21w which pulses on and off in a steady pattern.  All of our beacons and 
lightbars featuring static flash modules are CAP 168 compliant for use at airports 
and airside areas internationally.  They are used in place of rotators and xenon 
strobe modules to reduce dazzle and confusion from air traffic. 

TIR LED 
A 
Producing a focused beam of intense light, our TIR or Total Internal Reflection 
LED modules allow for an incredible amount of output in a much smaller unit 
than halogen or strobe warning products.  In the same way a flawless diamond 
has a perfect sparkle, all of the available light produced by the LEDs are utilised to 
help make you safer. 

Linear LED 
A 
Using a linear optic lens which spreads the light from wide angle LEDs fitted to 
our warning devices, the lighthead fills evenly with light to rival the intensity of a 
powerful xenon strobe. 

Product reference guide 

LED products contain 

Use the explanations to help identify the right type of device for you.  If you are still not sure what you need, 
just give us a call on 08712 002 198 

  08712 002 198 
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CAA 
CAP 168 

Chapter 
8 

Key to symbols 

E approvals 
This indicates compliance with electromagnetic 
compatibility (EMC) regulations under the 
European directive 95/54/EC.  The numbers 
indicate in which country the item was tested. 
 

In addition to the EMC test mark above, the 
item is compliant to ECE Regulation 65 which 
covers the light output and reliability of a 
product. 
 
CE approval 
A mandatory conformance mark to display that 
the product has met the European directives 
regarding health, safety or environmental 
requirements.  This generally relates to the 
89/336/EC directive on EMC performance. 
 
CAP 168 compliance 
The product complies to the CAA regulations 
on aerodrome licensing.  The CAP 168 
regulations relate to the safety and operation of 
airports and airside facilities.  Beacons not 
conforming to this legislation are not permitted 
to be used in these areas. 
 
Chapter 8 compliance 
This demonstrates testing and compliance to 
the Chapter 8 regulations in relation to vehicle 
conspicuity through the use of high visibility 
markings and beacons. 
 
ECE 104 compliance 
As of July 2011, all HGVs must conform to the 
conspicuity regulations of ECE Regulation 104.   
These ensure that a vehicle can be seen at a 
distance of up to 1000m at night.  An ‘e’ mark 
is displayed on the materials used to 
demonstrate compliance.  Without it, the 
material must not be fitted. 

ECE 
R65 

ECE 
104 

For further help and information on regulations 
and legislation affecting you or your customers, 
please call us on 08712 002 198 or email us at 
sales@onustechnologies.co.uk. 

The name Onus® and the roundel symbol are registered trademarks of Onus Technologies Limited.  All design, layouts and imagery are copyrighted to Onus.  The unauthorised use of, dissemination, copying or other reproduction will be 
prosecuted to the full extent of the law.  © 2005-2011 Onus Technologies Limited. 
 
All third party trademarks and copyright are hereby acknowledged.  Philips®, Lumiled® and Luxeon® are registered trademarks of Philips Lumiled Lighting Company.  Lexan® is a registered trademark of General Electric Company Incorporated.  
The Cree® name and symbols are registered trademarks of Cree, Inc.  All references to manufacturers appear as a reference to the use of their products during the manufacturing process and do not imply an association. 
 
All information correct at time of going to print.  All errors and omissions excepted. 

Your guide to the symbols used in this and our 
other catalogues 

  www.onustechnologies.co.u k    08712 002 198 

®



By phone 

08712 002 198 
 
By fax 

08712 562 092 
 
Via the internet 
www.onustechnologies.co.uk 

 
By email 
sales@onustechnologies.co.uk 

 
By post 
1 Vulcan Way, Sandhurst, GU47 9DB, Great Britain 
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